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SPECIFICATIONS THIS DOCUMENT CONTAINS PROPRIETARY AND CONFIDENTIAL INFORMATION REV/ DESCRIPTION DATE | ECN NO.
OF CONTROL DEVICES LLC AND MUST BE USED STRICTLY IN ACCORDANCE A | RELEASE TO PRODUCTION 8/9/2013 13-401
CONTROL CIRCUIT PRESSURE 40-130 PS| e e
HIBITED, EXCEPT AS OTHERWISE AGREED IN WRITING.
MAX INLET PRESSURE 200 PSI
BALANCE LINE
TRIGGER POINT ~4.7" 1/8" NPT_\
CAPACITY UP TO 100 HP I J D
MATERIALS OF CONSTRUCTION
BODY AND ENDPLATE ANODIZED ALUMINUM
CONTROL CIRCUIT ALUMINUM ﬁ:\I(I?EI;I'TJI_Q/(S)'!_[\'?\FI’l'IQ'
BALL VALVE BRASS .
NIPPLE AND FITTINGS BRASS
SEALS FLUOROCARBON 9-690 -
HARDWARE (BOLTS, CELVIS,
AND CLEVIS PIN) ZINC PLATED STEEL ot
FLOAT POLYURETHANE c
CONTROL LEVER, COTTER PIN
AND E-CLIP STAINLESS STEEL
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1/2" NPT |NLETJ 1/2" NPT OUTLET

4X 1/4"-20 MOUNTING LOCATIONS — | | —
NO. IDENTIFYING NO. PAR;)SR IEIZ?I-CRIPTION SPECIFICATION REQD

A DIVENSIONS ARE IN NGHES | 50 NoT maLy UpDAT Control Devices LLC

TOLERANCES ARE: . - 1555 LARKIN WILLIAMS ROAD, FENTON MO 63026
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